


Installation Manual

Congratulations on your purchase of a Roof Top Tent. We strive to
provide the ultimate camping experience for every camper. Your high
quality durable roof top tent mounts directly to your roof rack or
aftfermarket roof bars. The tent opens and is fully setup in just a few
minutes and can easily be left on your vehicle year round.

Your Roof Top roof top tent is made with the most durable materials that
will stand up to the most extreme conditions. We use high quality rip-
stop fabrics with superior ventilate coating that provide excellent
water and wind protection yet are more breathable than other tent
brands on the market.

Most of your Roof Top Tent components have been fully assembled at the
factory with the exception of attaching the mounting channels and the
ladder to the base of the tent. Tent setup is composed of unpacking,
attaching mounting channels to the base of the tent, attaching the
ladder, attaching the tent cover, and then mounting your Tepui Tent
onto your roof rack or aftermarket roof bars.

Should you have any questions, please Contact the customer Service.

WARNING

Improper installation or use of your tent may result in serious injury or
death. You will need to follow these installation instructions carefully
to ensure proper installation on your vehicle and safe use of your tent.
Please check with your vehicle manufacture for specified loading
capacity of your roof rack. Not all factory roof racks or aftermarket
roof bars can safely accommodate Tent models.
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Hardware Identification Chart

Ttem Quantity Picture
13 mm Steel Bolt 12
13 mm Nylock Nut 8
10 mm Nylock Nut 12
Ladder Mounting Bracket 2
Stainless Steel Washer 24
10 mm Stainless Steel Bolt 5
to Mount Ladder
Metric Wench 10mm/8mm 1 - )/**—*‘L%A;
Metric Wench 11mm/13mm 1 N E——
Aluminum Slide Plate 8
Steel Mount Plate 4 O O
Mounting Channel 2 .i o \‘?
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Tent Orientation on Your Vehicle
There are two mounting options for the orientation of your new Tent. Either
the tent will open so that the ladder extends of f the back of your vehicle, "Rear
Mounted,” or the ladder extends off the side of you vehicle, "Side Mounted”.

Rear Mounted Side Mounted

Either orientation will work for larger vehicles, however, most sedans or smaller
SUVs are better suited for the side mounted option.

Benefits for the rear mounted orientation:
1. Fits into narrow camping spaces.

2. You can access the trunk or tail gate area at the rear of your vehicle from
inside the vestibule (Autana Model Only).

Benefits for the side mounted orientation:

1. Allows for bicycle racks and other tow hitch/bar accessories to be installed
without interfering with your tent operation.

2. Closed tent width will fit inside the roof dimensions of most cars and SUV's.
i.e. the tent base will not extend beyond the roof line of your vehicle when
closed.

The Kukenam is square so the mounting channels fit within the tent base in both
orientations. If the Autana model is side mounted the mounting channels need to
be cut to match the width of the tent base. We will go over this is the next
section.
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Attaching Mounting Channels
Remove tent from box and place on clean surface. Observe top surface. If it has four
holes in the center area of the base then this is the side which will receive the mounting
channels. Otherwise you are looking at the surface which will receive the ladder. Open
tent o gain entrance to interior and remove contents.

After removing contents, close tent so channel mounting surface is facing upward (side
with 4 holes).

Using four supplied 6mm bolts and 6mm washers, slide your hand between base and
mattress and insert bolts with washers into the pre-drilled holes. (You may need to poke
holes through the tape to insert bolts.)

Place mounting channels on exposed bolts. For side mounted orientation, ensure mounting
channels are perpendicular to hinge side. For rear mounted orientation, ensure mounting
channels are parallel to hinge side. Slide the 10mm Nylock nuts into the inner slot in the
center of the mounting channels until they are aligned with bolts sticking through the
base. Tighten the bolts firmly from below using the supplied 10mm wrench.

B6mm stainless steel bolt
washer

10mm nytack nut —‘;’\’_T‘r —
|
aluminum mounting channel ——L i__

8mm stainless sted ball

slideplate

steel mounting plate

13mm lock nut

Hinge Side
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